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Forward Vision Systems, Inc. is the exclusive distributor of the EVS-100 and EVS-600 
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Aviation. Forward.Vision.® is proud to offer this EVS-100 as a low cost, non-cryogenically 
cooled Enhanced Vision System (EVS) for the OEM and after markets. Forward Vision 
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Technical Information

What you would see on 
the EVS-100 monitor

What you see out of the 
windshield at night

Sensor Features/Technical Aspects 
The EVS-100 sensor incorporates features that have been developed exclusively for the 
aviation marketplace. These include:

Nitrogen charged sealed housing.1.	
Integral window heaters for operation in icing conditions.2.	
�,�Q�W�H�J�U�D�O���V�X�Q���V�H�Q�V�R�U���W�R���S�U�R�W�H�F�W���W�K�H���V�H�Q�V�R�U���Z�K�H�Q���W�K�H���V�X�Q���L�V���L�Q���W�K�H���G�L�U�H�F�W���¿�H�O�G���R�I���Y�L�H�Z��3.	
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Dynamic Range Management to prevent blooming.5.	
�6�S�H�F�L�¿�F�D�W�L�R�Q�V�� 6.	
Sensor: LWIR (8-14 microns), 320 x 240 resolution 
FOV: 40 degrees Horizontal X 30 degrees Vertical 
Power: 12 or 28 VDC (< 0.5 A for Sensor, < 2 A for Heater @28VDC) 
Output: RS-170 Video / NTSC 
Mounting: Similar to any other antenna mount 
Dimensions: 2.5”x3.77”x8.68”(HxWxL) 
Weight: 1.2lbs
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EVS Mounting
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is designed to be mounted external to the aircraft in any forward looking location where 
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Warranty
Our EVS-100 sensors are warranted for 24 months.

Maintenance and Support Capability
Factory serviceable and upgradable unit

Self contained system ready to mount

Designed to be upgradable

Operates day and night
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Dimensions in Inches



Forward Vision Systems, Inc.
1276 Route 957
Russell, PA  16345
814-757-5476
info@forward-vision.net
www.forward-vision.net

With EVS Without EVS

090228_EVS100




